
In top form - the new 
RTR 9000 family



Innovative. Beautiful. Economical.
Who can say that about themselves? The new RTR 9000 family from Eberle certainly can. 
Thanks to the high-quality bimetal technology, it enables a very high level of precision that is 
in no way inferior to electronic control technology. Its attractive design makes it an aesthetic 
addition to any room concept. Another plus point 
is the ease of operation that characterises all thermostats. The RTR 9000 family is also top 
in terms of economy. It shines with an outstanding price-performance ratio, offers a long 
service life and is first-class in terms of energy saving.

The RTR 9000 family from Eberle - this is what top form looks like.

5-year guarantee

48 h delivery service



Product features 
• Sophisticated design
• Bimetal technology with thermal feedback 

and high precision
•

•

Surface mounting or directly on flush-
mounted box with vertical mounting holes 
Clear terminal row and spacious terminal 
compartment for quick and easy installation

• Housing colour pure white, similar to RAL 
9016

• Range narrowing in the adjustment knob
• Can be mounted on adapter frame ARA 1E

Technical data
Item number 121 1101 51 100 121 1701 51 100 121 1702 91 100 121 1707 51 100 121 1719 51 100 121 1704 51 100 121 1121 51 100

Temperature range 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C

Contact Break contact Wechsler Wechsler Wechsler Wechsler Wechsler Öffner

Supply voltage 230 V 230 V 230 V / 24 V 230 V 230 V 230 V 230 V

Switching current Heating: 10 mA … 10 (4) A, AC Heizen: 10 mA … 10 (4) A, AC
Kühlen: 10 mA … 5 (2) A, AC

Heizen: 10 mA …10 (4) A, AC
Kühlen: 10 mA … 5 (2) A, AC

Heizen: 10 mA … 10 (4) A, AC
Kühlen: 10 mA … 5 (2) A, AC

Heizen: 10 mA … 10 (4) A, AC
Kühlen: 10 mA … 5 (2) A, AC

Heizen: 10 mA … 10 (4) A, AC
Kühlen: 10 mA … 5 (2) A, AC

8 ... 14 (4) A, AC

Temperature setback by -5 K (TA) TA TA TA TA

Hysteresis 0.5 K 0,5 K 0,5 K 0,5 K 0,5 K 0,5 K 0,5 K

Switch – – – – Netz Tag / Nacht / Auto Netz

Indicator light – – – – Heizen Heizen –

Protection type IP 30 IP 30 IP 30 IP 30 IP 30 IP 30 IP 30 

Dimensions 84 x 84 x 27.5 mm 84 x 84 x 27,5 mm 84 x 84 x 27,5 mm 84 x 84 x 27,5 mm 84 x 84 x 27,5 mm 84 x 84 x 27,5 mm 84 x 84 x 27,5 mm

Clear the stage for the RTR 9000 family
All RTR 9000 models are suitable for electric and water-based heating systems and only require a maximum 
of three operating elements. In addition to the dial for temperature control, there are variants with indicator 
lamps and switches.  

Advantages of bimetal technology: 
• Extremely durable
• Extremely reliable
• Highly precise
• Very powerful
• Exceptionally flexible
• Economically top

RTR 9121



Technische Daten
Artikelnummer 121 1101 51 100 121 1701 51 100 121 1702 91 100 121 1707 51 100 121 1719 51 100 121 1704 51 100 121 1121 51 100
Temperaturbereich 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C
Kontakt Öffner Change-over Change-over Change-over Wechsler Wechsler Öffner
Betriebsspannung 230 V 230 V 230 V / 24 V 230 V 230 V 230 V 230 V
Schaltstrom Heizen: 10 mA … 10 (4) A, AC Heating: 10 mA … 10 (4) A, AC 

Cooling: 10 mA … 5 (2) A, AC
Heating: 10 mA …10 (4) A, AC 
Cooling: 10 mA … 5 (2) A, AC

Heating: 10 mA … 10 (4) A, AC 
Cooling: 10 mA … 5 (2) A, AC

Heizen: 10 mA … 10 (4) A, AC
Kühlen: 10 mA … 5 (2) A, AC

Heizen: 10 mA … 10 (4) A, AC
Kühlen: 10 mA … 5 (2) A, AC

8 ... 14 (4) A, AC

Temperaturabsenkung um -5 K (TA) TA TA TA TA

Hysterese 0,5 K 0.5 K 0.5 K 0.5 K 0,5 K 0,5 K 0,5 K
Schalter – – – – Netz Tag / Nacht / Auto Netz
Anzeigelampe – – – – Heizen Heizen –
Schutzart IP 30 IP 30 IP 30 IP 30 IP 30 IP 30 IP 30 
Maße 84 x 84 x 27,5 mm 84 x 84 x 27.5 mm 84 x 84 x 27.5 mm 84 x 84 x 27.5 mm 84 x 84 x 27,5 mm 84 x 84 x 27,5 mm 84 x 84 x 27,5 mm

RTR 9721
RTR 9722

RTR 9724



Technische Daten
Artikelnummer 121 1101 51 100 121 1701 51 100 121 1702 91 100 121 1707 51 100 121 1719 51 100 121 1704 51 100 121 1121 51 100
Temperaturbereich 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C 5 … 30 °C
Kontakt Öffner Wechsler Wechsler Wechsler Change-over Change-over Break contact
Betriebsspannung 230 V 230 V 230 V / 24 V 230 V 230 V 230 V 230 V
Schaltstrom Heizen: 10 mA … 10 (4) A, AC Heizen: 10 mA … 10 (4) A, AC

Kühlen: 10 mA … 5 (2) A, AC
Heizen: 10 mA …10 (4) A, AC
Kühlen: 10 mA … 5 (2) A, AC

Heizen: 10 mA … 10 (4) A, AC
Kühlen: 10 mA … 5 (2) A, AC

Heating: 10 mA … 10 (4) A, AC 
Cooling: 10 mA … 5 (2) A, AC

Heating: 10 mA … 10 (4) A, AC 
Cooling: 10 mA … 5 (2) A, AC

8 ... 14 (4) A, AC

Temperaturabsenkung um -5 K (TA) TA TA TA TA
Hysterese 0,5 K 0,5 K 0,5 K 0,5 K 0.5 K 0.5 K 0.5 K
Schalter – – – – Mains Day / Night / Auto Mains
Anzeigelampe – – – – Heating Heating –
Schutzart IP 30 IP 30 IP 30 IP 30 IP 30 IP 30 IP 30 
Maße 84 x 84 x 27,5 mm 84 x 84 x 27,5 mm 84 x 84 x 27,5 mm 84 x 84 x 27,5 mm 84 x 84 x 27.5 mm 84 x 84 x 27.5 mm 84 x 84 x 27.5 mm

RTR 9725
RTR 9726

RTR 9164



Innovativ. Schön. Wirtschaftlich.
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Find out more online

Price list UTE Universal 
thermostat inserts

Price lists

Climate controller Measuring and 
monitoring relays

Catalogues

RTR Slimline TS UltraTerminal strips FIT npINSTAT 868 FITRTR 9000

Brochures

EBERLE Controls GmbH 
Klingenhofstraße 71
D-90411 Nuremberg
T +49 (0) 911 5693 0 
F +49 (0) 911 5693 536
E-Mail: info@eberle.de
www.eberle.de

All information in this catalogue about our products is for product description purposes only and is not legally binding. We reserve the right to 
make printing errors, mistakes and changes, even without prior notice, in the case of changes serving product progress 

© All rights reserved. The layout, design, logos, text, graphics and images in this catalogue are protected by copyright. 

This product was printed on environmentally friendly paper
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